






 

Preface  
 
 
Projector Installation Notice 
 

� Place the projector in a horizontal position 
The tilt angle of the projector should not exceed 15 degrees, nor should the projector be 
installed in any way other than the desktop and ceiling mount, otherwise lamp life could 
decrease dramatically, and may lead to other unpredictable damages . 

 

 

 

 

 

 

 

 

� Allow at least 50 cm clearance around the exhaust vent.  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

� Ensure that the intake vents do not recycle hot air from the exhaust vent. 
 

� When operating the projector in an enclosed space, ensure that the surrounding air temperature 
within the enclosure does not exceed operation temperature while the projector is running, and the 
air intake and exhaust vents are unobstructed. 

 

� All enclosures should pass a certified thermal evaluation to ensure that the projector does not 
recycle exhaust air, as this may cause the device to shutdown even if the enclosure temperature is 
with the acceptable operation temperature range.  
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Verify Installation Location 
 

� To supply power, the 3-blade (with earthing lead) socket should be used to ensure proper 

grounding and equalized ground potential for all of the equipment in the Projector System. 
 

� The power code provided with the Projector should be used. In case of any missing item, other 
qualified 3-blade (with earthing lead) power cord can be used as substitution; however, do not 
use 2-blade power cord. 

 

� Verify if the voltage is stable, grounded properly and there is no electricity leakage. 
 

� Measure total power consumption which should not higher the safety capacity and avoid 
safety issue and short circuit. 

 

� Turn on Altitude Mode when located in high altitude areas 
 

� The projector can only be installed upright or inverted. 
 

� When installation the bracket, make sure the weight limit is not exceed and firmly secured. 
 

� Avoid installing near air conditioner duct or subwoofer. 
 

� Avoid installing at high temperature, insufficient cooling and heavy dust locations. 
 

� Keep your product away from fluorescent lamps to avoid malfunction 
caused by IR interference 

 

� The VGA IN connector should be connected to the VGA IN port. Note that it should be inserted 
tightly, with the screws on both sides securely fastened to ensure proper connection of the 
signal wire for achieving optimal display effect. 

 

� The AUDIO IN connector should be connected to the AUDIO IN port and CANNOT be connected 
to AUDIO OUT or other ports like BNC, RCA; otherwise, it will lead to mute output and even 
DAMAGE the port. 

 

� Install the projector above 200cm to avoid damage. 
 

� The power cord and signal cable should be connected before power on the projector. During the 
projector starting and operating process, DO NOT insert or remove the signal cable or the power 
cord to avoid damaging the projector. 

 
Cooling notes 

 
Air outlet  
� Make sure the air outlet is 50cm clear of any obstruction to ensure proper cooling. 

 

� Air outlet location should not be in front of the lens of other projector to avoid causing illusions. 
 

� Keep the outlet at least 100cm away from the inlets of other projectors 
 

� The projector generates a massive amount of heat during use. The internal fan dissipates the 
heat of the projector when shutting down, and such process may continue for a certain period. 
After the project enters STANDBY MODE status, press the AC power button to turn off the 
projector and remove the power cord. DO NOT remove the power cord during the shutdown 
process, as it may cause damage to the projector. In the meantime, the delayed heat radiating will 
also affect the service life of the projector. The shutdown process may vary depending on the 
model used. Whatever the case may be, be sure to disconnect the power cord till after the 
projector enters the STANDBY status. 

 
Air inlet  
� Make sure there is no object blocking air input within 30 cm. 

 

� Keep the inlet away from other heat sources 
 

� Avoided heavy dust area  
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Choosing a Projector 
 

Edge blending application  
� Not only brightness, bright balances, lens but stability is important too when choosing a projector. 

 

� A projector need 30 to 60 minutes warm up to adjust properly. 
 

� After lens shift, there should not be any optical distortion such as trapezoidal and barrel 
shape distortions. 

 

� Quick dis-assemble lens need to be firmly secured, the electric motor cannot be mistakenly 
shift. The screen should not be offset for long time use or during booting up and shutting down 
the projector. 

 

� Projector six-axis colors (R,G,B,Y,C,W). Projector adjust functions require: Hue, Saturation, Gain 
 

� Vertical or 360 degree projection application. Needs to VERIFY engineering design of lamp aging 
to avoid conflict with client. 

 
HDMI Cable 
 

Edge blending signal needs to use digital transfer, the 4 pairs of TMDS transfer impedance require 100 
Ω diameter as following to maintain signal quality: 

 
� 5 M  : AWG 26 

 

� 10 M : AWG 24 
 

� 15 M : AWG 22 
 

� 20 M : AWG 22 
 

� 25 M : AWG 22  
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Main Features 
 

Lightweight unit, easy to pack away and transport. 
 

Compatible with all major video standards including NTSC, PAL, and SECAM. A 

high brightness rating allows for presentations in daylight or in lit rooms. 

Supports resolutions up to UXGA at 16.7 million colors to deliver crisp, clear 

images. Flexible setup allows for front, rear projections. 
 

Line-of-vision projections remain square, with advanced keystone correction for angled 

projections. Input source automatically detected. 
 
About this Manual 
 

This manual is intended for end users and describes how to install and operate the DLP projector. 
Wherever possible, relevant information—such as an illustration and its description—has been kept 
on one page. This printer-friendly format is both for your convenience and to help save paper, thereby 
protecting the environment. It is suggested that you only print sections that are relevant to your needs.  
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Top view—On-screen Display (OSD) buttons and LEDs  

 1   
5     

 2   6 

 3   7 

    8 

 4    

ITEM LABEL  DESCRIPTION SEE PAGE 

1. Keystone 
Navigates and changes settings in the OSD  
Quick Menu – For Keystone  

   

2. MENU Opens and exits OSD menus  

3. SOURCE 
Navigates and changes settings in the OSD 

15 Enter the Source menu 

4. Keystone 
Navigates and changes settings in the OSD  
Quick Menu – For Keystone  

   

5. AUTO 
Navigates and changes settings in the OSD  
Optimizes image size, position, and resolution  

   

6. (Power button) Turns the projector On or Off.  

7. POWER LED 
Solid Blue Power On , Standby, Lamp Lit  

Flashing Blue System Initialized / Cooling / Error code 
 

  

40   
Solid Red Lamp Fail. 

8. LAMP LED 
 

Flashing Red Error code 
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5. You can use the cursor buttons ▲▼◄► 
either on keypad or IR remote control for 
password entry. You can use any 
combination including the same arrow 
five times, but not less than five.  

 
 

Press the cursor buttons in any order to set 
the password. Push the MENU button to 
exit the dialog box.  

 
 
 
 
 
 
 
 
 

6. The password confirm menu appears when 
user presses the power-on key in case the 
Security Lock is enabled.  

 
Enter the password in the order you set it 
at step 5. In case you forget the password, 
please contact the service center.  
The service center will validate the owner 
and help reset the password.  
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Adjusting the Projector Level 
 

Take note of the following when setting up the projector: 
 

The projector table or stand should be level and sturdy. 
 

Position the projector so that it is perpendicular to the screen. 
 

Ensure the cables are in a safe location. You could trip over them.  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
To adjust the angle of the picture, turn the tilt-adjuster right or left until the desired angle has 
been achieved.  
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Adjusting the Zoom, Focus and Keystone 
 

1. Use the Image-zoom  
control (on the projector 
only) to resize the 
projected image and 
screen size . 

 

 

2. Use the Image-focus 
control (on the projector  
only) to sharpen the 
projected image . 

 
 
 

3. Use the KEYSTONE  
buttons the remote control 
to correct image-trapezoid 
(wider top or bottom) 
effect. 

 
 
 

 

4. The keystone control 
appears on the display.  

 

Adjusting the Volume 
 

1. Press the Volume +/-  
buttons on the remote 
control. 
The volume control 
appears on the display.  

 
 
 
 
 
 
 

 

2. Press the MUTE button to 
turn off the volume. (This 
feature is available only on 
the remote).  

 
Note : Available in  
different model  
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Setting the OSD Language 
 

Set the OSD language to your preference before continuing. 
 

1. Press the MENU button. Press the cursor ◄► button to navigate to Settings 1. Press the 
cursor ▲▼ button to move to the Advanced 1 menu.  

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

2. Press  (Enter) / ► to enter the Advanced 1 sub menu. Press the cursor ▲▼ button 
until Language is highlighted.  

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

3. Press the cursor button until the language you want is highlighted. 
 

4. Press the MENU button four times to close the OSD.  
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Lamp Hour Reset  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
Please refer to Resetting the Lamp on page 36 to reset the lamp hour counter.  
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Resetting the Lamp 
 

After replacing the lamp, you should reset the lamp hour counter to zero. Refer to the following: 
 

1. Press the MENU button to open the 
OSD menu.  

 

 

2. Press the cursor ◄► button to move 
to the Settings 2 menu. Press the 
cursor button to move down to 
Advanced 1 and press enter. 

 
 
 
 
 
 
 

3. Press the cursor ▼▲ button to move 
down to Lamp Hour Reset.  

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

4. Press the cursor ► or Enter button.  
 

A message screen appears. 
 

5. 
 
Press ▼▲◄► buttons to reset the 
lamp hour. 

 

6. Press the MENU button to get back 
to Settings 2.  
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Problem: The image is reversed 
 

Check the Projection  setting on the Settings 1  menu of the OSD. 
 

Problem: The image is streaked 
 

1. Set the Frequency  and Tracking  settings on the Image->Computer  menu of the OSD to the 
default settings.  

2. To ensure the problem is not caused by a connected PC’s video card, connect to another 
computer.  

Problem: The image is flat with no contrast 
 

Adjust the Contrast  setting on the Image  menu of the OSD. 
 

Problem: The color of the projected image does not match the source image. 
 

Adjust the Color Temperature  and Gamma  settings on the Image->Advanced  menu of the 
OSD. 

 
Lamp Problems 
 

Problem: There is no light from the projector 
 

1. Check that the power cable is securely connected. 
 

2. Ensure the power source is good by testing with another electrical device. 
 

3. Restart the projector in the correct order and check that the Power LED is blue. 
 

4. If you have replaced the lamp recently, try resetting the lamp connections. 
 

5. Replace the lamp module. 
 

6. Put the old lamp back in the projector and have the projector serviced. 
 

Problem: The lamp goes off 
 

1. Power surges can cause the lamp to turn off. Re-plug power cord. When the Power LED is 
on, press the power button.  

2. Replace the lamp module. 
 

3. Put the old lamp back in the projector and have the projector serviced. 
 

Remote Control Problems 
 

Problem: The projector does not respond to the remo te control 
 

1. Direct the remote control towards remote sensor on the projector. 
 

2. Ensure the path between remote and sensor is not obstructed. 
 

3. Turn off any fluorescent lights in the room. 
 

4. Check the battery polarity. 
 

5. Replace the battery. 
 

6. Turn off other Infrared-enabled devices in the vicinity. 
 

7. Have the remote control serviced. 
 

Audio Problems 
 

Problem: There is no sound 
 

1. Adjust the volume on the remote control. 
 

2. Adjust the volume of the audio source. 
 

3. Check the audio cable connection. 
 

4. Test the source audio output with other speakers.  
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5. Have the projector serviced. 
 

Problem: The sound is distorted 
 

1. Check the audio cable connection. 
 

2. Test the source audio output with other speakers. 
 

3. Have the projector serviced. 
 

Having the Projector Serviced 
 

If you are unable to solve the problem, you should have the projector serviced. Pack the projector in 
the original carton. Include a description of the problem and a checklist of the steps you took when 
trying to fix the problem: The information may be useful to service personnel. For servicing, return 
the projector to the place you purchased it.  
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HDMI Q & A 
 

Q. What is the difference between a “Standard” HDMI  cable and a “High-Speed” 
HDMI cable?  

Recently, HDMI Licensing, LLC announced that cables would be tested as Standard or High-
Speed cables.  
․Standard (or “category 1”) HDMI cables have been tested to perform at speeds of 75Mhz or up to 

2.25Gbps, which is the equivalent of a 720p/1080i signal.  
․High Speed (or “category 2”) HDMI cables have been tested to perform at speeds of  

340Mhz or up to 10.2Gbps, which is the highest bandwidth currently available over an HDMI 
cable and can successfully handle 1080p signals including those at increased color depths 
and/or increased refresh rates from the Source. High-Speed cables are also able to 
accommodate higher resolution displays, such as WQXGA cinema monitors (resolution of 2560 
x 1600). 

 
 

Q. How do I run HDMI cables longer than 10 meters? 
 

There are many HDMI Adopters working on HDMI solutions that extend a cable’s effective distance 
from the typical 10 meter range to much longer lengths. These companies manufacture a variety of 
solutions that include active cables (active electronics built into cables that boost and extend the 
cable’s signal), repeaters, amplifiers as well as CAT5/6 and fiber solutions. 

 
 
 

Q. How can I tell if a cable is an HDMI certified c able? 
 

All HDMI products are required to be certified by the manufacturer as part of the HDMI 
Compliance Test Specification. However, there may be instances where cables bearing the 
HDMI logo are available but have not been properly tested. HDMI Licensing, LLC actively 
investigates these instances to ensure that the HDMI trademark is properly used in the market. 
We recommend that consumers buy their cables from a reputable source and a company that is 
trusted. 

 

 
For more detail information check http://www.hdmi.org/learningcenter/faq.aspx#49  
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Command Group 01  

ASCII  HEX Function Description Return Value 
VXXG0101 56h Xh Xh 47h 30h 31h 30h 31h 0Dh Get Brightness n=0~100 Pn/F 

     

VXXS0101n 56h Xh Xh 53h 30h 31h 30h 31h nh 0Dh Set Brightness n=0~100 P/F 
      

VXXG0102 56h Xh Xh 47h 30h 31h 30h 32h 0Dh Get Contrast n=0~100 Pn/F 
     

VXXS0102n 56h Xh Xh 53h 30h 31h 30h 32h nh 0Dh Set Contrast n=0~100 P/F 
      

VXXG0103 56h Xh Xh 47h 30h 31h 30h 33h 0Dh Get Color n=0~100 Pn/F 
     

VXXS0103n 56h Xh Xh 53h 30h 31h 30h 33h nh 0Dh Set Color n=0~100 P/F 
      

VXXG0104 56h Xh Xh 47h 30h 31h 30h 34h 0Dh Get Tint n=0~100 Pn/F 
      

VXXS0104n 56h Xh Xh 53h 30h 31h 30h 34h nh 0Dh Set Tint n=0~100 P/F 
      

VXXG0105 56h Xh Xh 47h 30h 31h 30h 35h 0Dh Get Sharpness 0~31 Pn/F 
     

VXXS0105n 56h Xh Xh 53h 30h 31h 30h 35h nh 0Dh Set Sharpness 0~31 P/F 
      

    0:Cold  
VXXG0106 56h Xh Xh 47h 30h 31h 30h 36h 0Dh Get Color Temperature 1:Normal Pn/F 
    2:Warm  
      

    0:Cold  
VXXS0106n 56h Xh Xh 53h 30h 31h 30h 36h nh 0Dh Set Color Temperature 1:Normal P/F 
    2:Warm  
      

    0:PC  
    1:MAC  
VXXG0107 56h Xh Xh 47h 30h 31h 30h 37h 0Dh Get Gamma 2:Video Pn/F 
    3:Chart  
    4:B&W  
    0:PC  
    1:MAC  
VXXS0107n 56h Xh Xh 53h 30h 31h 30h 37h nh 0Dh Set Gamma 2:Video P/F 
    3:Chart  
    4:B&W   
 

Command Group 02  

ASCII HEX Function Description Return Value 
VXXS0201 56h Xh Xh 53h 30h 32h 30h 31h 0Dh Select RGB  P/F 

     

VXXS0202 56h Xh Xh 53h 30h 32h 30h 32h 0Dh Select RGB2  P/F 
     

VXXS0203 56h Xh Xh 53h 30h 32h 30h 33h 0Dh Select DVI  P/F 
     

VXXS0204 56h Xh Xh 53h 30h 32h 30h 34h 0Dh Select Video  P/F 
     

VXXS0205 56h Xh Xh 53h 30h 32h 30h 35h 0Dh Select S-Video  P/F 
     

VXXS0206 56h Xh Xh 53h 30h 32h 30h 36h 0Dh Select HDMI  P/F 
     

VXXS0207 56h Xh Xh 53h 30h 32h 30h 37h 0Dh Select BNC  P/F 
     

VXXS0208 56h Xh Xh 53h 30h 32h 30h 38h 0Dh 
Select  

P/F Component  
    

VXXS0209 56h Xh Xh 53h 30h 32h 30h 39h 0Dh Select HDMI 2(MEDIA)  P/F 
     

   Return  
   1:RGB  
   2:RGB2  
   3:DVI  

VXXG0220 56h Xh Xh 47h 30h 32h 32h 30h 0Dh Get Current Source 
4:Video 

Pn/F 5:S-Video     

   6:HDMI  
   7:BNC  
   8:Component  
   9:HDMI 2(MEDIA)   
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Command Group 03  

ASCII  HEX Function Description Return Value 
    0: Fill  
    1: 4:3  
VXXG0301 56h Xh Xh 47h 30h 33h 30h 31h 0Dh Get Scaling 2: 16:9 Pn/F 
    3 :Letter Box  
    4 :Native  
    0: Fill  
    1: 4:3  
VXXS0301n 56h Xh Xh 53h 30h 33h 30h 31h nh 0Dh Set Scaling 2: 16:9 P/F 
    3 :Letter Box  
    4 :Native  

VXXG0302 56h Xh Xh 47h 30h 33h 30h 32h 0Dh Blank  Pn/F 
      

VXXS0302n 56h Xh Xh 53h 30h 33h 30h 32h nh 0Dh Blank  P/F 
      

VXXG0303 56h Xh Xh 47h 30h 33h 30h 33h 0Dh Auto Keystone On  Pn/F 
      

VXXS0303n 56h Xh Xh 53h 30h 33h 30h 33h nh 0Dh Auto Keystone On  P/F 
     

VXXG0304 56h Xh Xh 47h 30h 33h 30h 34h 0Dh Freeze On  Pn/F 
     

VXXS0304n 56h Xh Xh 53h 30h 33h 30h 34h nh 0Dh Freeze On  P/F 
     

VXXG0305 56h Xh Xh 47h 30h 33h 30h 35h 0Dh Volume n=0~8 Pn/F 
     

VXXS0305n 56h Xh Xh 53h 30h 33h 30h 35h nh 0Dh Volume n=0~8 P/F 
      

VXXG0306 56h Xh Xh 47h 30h 33h 30h 36h 0Dh Treble n=0~16 Pn/F 
      

VXXS0306n 56h Xh Xh 53h 30h 33h 30h 36h nh 0Dh Treble n=0~16 P/F 
     

VXXG0307 56h Xh Xh 47h 30h 33h 30h 37h 0Dh Bass n=0~16 Pn/F 
     

VXXS0307n 56h Xh Xh 53h 30h 33h 30h 37h nh 0Dh Bass n=0~16 P/F 
      

    0:Front  

VXXG0308 56h Xh Xh 47h 30h 33h 30h 38h 0Dh Projection Mode 
1:Rear 

Pn/F 2: Ceiling      

    3: Rear+Ceiling  
    0:Front  

VXXS0308n 56h Xh Xh 53h 30h 33h 30h 38h nh 0Dh Projection Mode 
1:Rear 

P/F 2: Ceiling      

    3: Rear+Ceiling  

VXXG0309 56h Xh Xh 47h 30h 33h 30h 39h 0Dh 
Set vertical keystone 

n=-40~+40 Pn/F value      

VXXS0309n 56h Xh Xh 53h 30h 33h 30h 39h nh 0Dh Set vertical keystone n=-40~+40 P/F 
   value   

VXXG0310 56h Xh Xh 47h 30h 33h 31h 30h 0Dh Set horizontal keystone n=-20~+20 Pn/F 
   value   

VXXS0310n 56h Xh Xh 53h 30h 33h 31h 30h nh 0Dh Set horizontal keystone n=-20~+20 P/F 
   value   

VXXG0311 56h Xh Xh 47h 30h 33h 31h 31h 0Dh Adjust the zoom n=-10~+10 Pn/F 
      

VXXS0311n 56h Xh Xh 53h 30h 33h 31h 31h nh 0Dh Adjust the zoom n=-10~+10 P/F 
      

VXXG0312 56h Xh Xh 47h 30h 33h 31h 32h 0Dh Adjust the focus n=-20~+20 Pn/F 
      

VXXS0312n 56h Xh Xh 53h 30h 33h 31h 32h nh 0Dh Adjust the focus n=-20~+20 P/F 
      

VXXG0313 56h Xh Xh 47h 30h 33h 31h 33h 0Dh Adjust the vertical lens n=-20~+20 Pn/F 
   shift   

VXXS0313n 56h Xh Xh 53h 30h 33h 31h 33h nh 0Dh 
Adjust the vertical lens 

n=-20~+20 P/F shift 

VXXG0314 56h Xh Xh 47h 30h 33h 31h 34h 0Dh 
Adjust the horizontal 

n=-20~+20 Pn/F ens shift      

VXXS0314n 56h Xh Xh 53h 30h 33h 31h 34h nh 0Dh 
Adjust the horizontal 

n=-20~+20 P/F ens shift  
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Command Group 04 (Remote Control)  

ASCII HEX Function Description Return Value 
VXXS0401 56h Xh Xh 53h 30h 34h 30h 31h 0Dh UP arrow  P/F 

     

VXXS0402 56h Xh Xh 53h 30h 34h 30h 32h 0Dh DOWN arrow  P/F 
     

VXXS0403 56h Xh Xh 53h 30h 34h 30h 33h 0Dh LEFT arrow  P/F 
     

VXXS0404 56h Xh Xh 53h 30h 34h 30h 34h 0Dh RIGHT arrow  P/F 
     

VXXS0405 56h Xh Xh 53h 30h 34h 30h 35h 0Dh POWER  P/F 
     

VXXS0406 56h Xh Xh 53h 30h 34h 30h 36h 0Dh EXIT  P/F 
     

VXXS0407 56h Xh Xh 53h 30h 34h 30h 37h 0Dh INPUT  P/F 
     

VXXS0408 56h Xh Xh 53h 30h 34h 30h 38h 0Dh AUTO  P/F 
     

VXXS0409 56h Xh Xh 53h 30h 34h 30h 39h 0Dh KEYSTONE+  P/F 
     

VXXS0410 56h Xh Xh 53h 30h 34h 31h 30h 0Dh KEYSTONE-  P/F 
     

VXXS0411 56h Xh Xh 53h 30h 34h 31h 31h 0Dh MENU  P/F 
     

VXXS0412 56h Xh Xh 53h 30h 34h 31h 32h 0Dh STATUS  P/F 
     

VXXS0413 56h Xh Xh 53h 30h 34h 31h 33h 0Dh MUTE  P/F 
     

VXXS0414 56h Xh Xh 53h 30h 34h 31h 34h 0Dh ZOOM+  P/F 
     

VXXS0415 56h Xh Xh 53h 30h 34h 31h 35h 0Dh ZOOM-  P/F 
     

VXXS0416 56h Xh Xh 53h 30h 34h 31h 36h 0Dh BLANK  P/F 
     

VXXS0417 56h Xh Xh 53h 30h 34h 31h 37h 0Dh FREEZE  P/F 
     

VXXS0418 56h Xh Xh 53h 30h 34h 31h 38h 0Dh VOLUME+  P/F 
     

VXXS0419 56h Xh Xh 53h 30h 34h 31h 39h 0Dh VOLUME-  P/F 
     

VXXS0420 56h Xh Xh 53h 30h 34h 32h 30h 0Dh Enter  P/F 
      
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

— 53 — 
 
 



 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 Contact center 

〒120-0005  3-25-18 Ayase, Adachi-ku, Tokyo  

TEL:0120-380-495  FAX:0120-380-496 
(weekdays: 9:00-18:00) 
E-mail: info@os-worldwide.com 

※When free call is not available, please call: 

TEL: 03-3629-5211  FAX:03-03629-5214 
 

 


